City of Chelsea

1FB 2015-185 Rebid
Security Desk and Conference Room — Shurtleff School

Addendum #1

Notice to all prospective bidders
Addendum #1 released Wednesday, June 10, 2015
PLEASE NOTE THAT THE BID DEADLINE HAS BEEN

EXTENDED, BIDS ARE NOW DUE NO LATER THAN 1:00PM
THURSDAY, JUNK 18, 2015,

The following section is amended as follows:

2.4 WORK SEQUENCE AND SCHEDULE
A. The Construction Schedule shall be based on the work being completed by August30;
2045 Qctober 15, 2015, or other date as agreed to by the Director of Facilities
Management for the Chelsea School Department.

#1 Is the Electrical Sub responsible for the TellData conduit stubs only? Wire to be fumnished at
the Security desk,as shown on E-2017

Answer #1: GC is responsible for the Tel/Data rough-in. Conduit stubs,
and back box installation.

#2 There is no lighting manufacturer or model # shown for the lighting at the conference room
nor the Security desk. Is it your intent for us to reuse 5 of the 8 fidures that we have removed
during the demolition phase at the security desk ? The drawings indicate an 8 foot fixture at the
conference room should we assume a direct indirect Fluorescent fixture?

Answer #2: Attached is the proposed pendant and downlight fixture cut
sheet for the conference room and security desk. Bidder shall provide as
deduct alternate the reusing of salvaged existing downlights as a cost
reduction measure.

#1 s the wire to be fumished and installed by other's? Is the owners vendor handling the

wiring of the existing DVR and monitors at the security desk as shown on dwg. E-2017?
Answer #3: GC shall coordinate with owner’s vendor providing IT
security service at ELC security desk. Acknowledgement of this is
required as part of the bid submission.

Addendum 1 was prepared in consultation with:
Dylan Cook, Chief Procurement Officer
Jacobs Engineering

Bidders are reminded that the Bid Form must acknowledge receipt of any and ail
addendum,

The City reserves the right to reject any and all bids as determined to be in the best
interest of the City and to waive minor informalities.




Marquise Series
NRM-6
6" LED Recessed Adjustable Downlight

Source: LED 10.6 Watts @ 850 Source Lumens = 663 Delivered Lumens
LED 15.75 Watls @ 1250 Source Lumens = 1025 Defivered Lumens

BNORALIGHTING.

Type

Project
Catalog No.
Lamp/Wattage

LED 26.24 Watts @ 2000 Source Lumen = 1882 Delivered Lumens

PRODUCT DESCRIPTION

Nora Lighting's 6" recessed downlight fixture selution with integrated

LED power supply and tharmal management system combined in a single
compact unit. Cree True White LED ceramic package and Unitized Thermal
Management (UTM) system. Available in Hew construction and Remodal style.
Owtoard mounted driver allows for cooler operalion and extends [ife.

FEATURES

« 5 Year Limited Warranty

s Cree integrated platiorm

* 90+ CRI Trug White (Registered)

« Dimmable {850 & 1250 Triac; 2060 0-10W)

50,000 hour life

Energy Star & Title 24 Compliant

LED 10.6W @ 850 Source Lumens = 663 Dalivered Lumens
LED 15,75\ @ 1250 Source Lumens = 1025 Delivered Lumens
LED 26,24V @ 2000 Source Lumens = 1882 Defivered Lumens
Available in 2700K, 3000K, 3500K, 4000K and Gomfort Dim, 91CGRI

L K

Trim

Auminuen spun reflector with deep set diffused lens for excellent visual
comfort while providing high lumen eutput. Available in 2700K, 3000K, 3500K,
4000K or Comfort Dim color temp. to accommodate differsnt appearances.

Consfruciion
Scientifically and specifiable "Unitized Thermal Management” (UTK) provides
excaplional cool operation exceeding all industry standards,

Mounting
Trim includes torsion springs to mount tim securely 10 housing.

ELECTRICAL
Voitage: 1T20VAG
Guirent: S1mA
Power Consumption; 850im=10.6 / 250Im=15.75W / 2000Im=26.24 W
léiglht Source; Cree True White Ceramic LED packaga Platform
Rl: 91 CRI
LED Driver: CREE LMD125 for 120V / ERP fer277V

Operating Temperature: 0°C to 75°C ambient temperature
_jfe Expectancy: 50,000 hours

Bodine Emergency Lighting Equpment: BSL17-C2/BSL17C-G2 (850/1250Im)
« Up to 7.0W max emergency illurmination with LEDs,
¢ lllumination Time: 90min
« Dual tnput Voltaae: 120/277 VAG, 60Hz
« Output Voltage: 15.0-50.0 VDG
* AG Input Gurrent: 45 mA
» Qutput Gurrent: 470mA max
+ Dimension: 12" x 2.4" x 1.5"
Bodine Emeragency Lighting Equpment; BSL178-C2P {2000/3000(m)
» U fo 7.0 max emergency illumination with LEDs.
« filumination Time: 30min
« Dual Input Voltage: 120/277 VAC, 60Hz
« Quiput Voftage: 15.0-50.0 VDG
« AG Input Gurrent: 280 mA
« Quiput Current; 270mA max
« Dimansion: 12" x 2.4" x 1.5"

DIMENSIONS

| 5im 3
L e — 1

Height 3-3/4" max

| s |
— i —

Helght: 4-1/2" max

512 |
— 7 —

Height: 4-3/4" max

o@D CREE®

Dimming
Marquise Series Dimming: 850 and 1250 fumen units require triac style dimmers, 2060
Lurnen raquire 0-10V dimming protocol,

Comfort Dim

Lomiort Bim color tunes the temperature from a bright 2700K, to a romantic and comfortable
1800K on a gradual, even curve.

Gomfort Dim is available in 3 different lumen lavels:

« 850 and 1250 Lumens for fower ceiling heights in commercial and residential applications.
{Sapphire and Marquise Series)

« 2000 Lumens for light scommergial and residential high veiting applications. 2000 Lumen
available on 6" Marquise.

Labeis and Lisfings

Titia 24 Compliant

cUbus Listed

WSEG ASTM £283 for Afr-Tight
5 Year Limited Warvanty

6" LED Adjustable Trim

GCompatible Housing

(atatog Ho. Source Lumen Golor Temp Emergency
DOINAM-514 L=LED ] 85=850 O 27=2700K 0O *EM=Emergency
CINRM-617 O 12=1250 0 30=3000K
CINRM-619 0 20=2000 O 35-3500K

1 4p-4000K
0 ¢D=Comfort Dim

*EM: BSL17-C2/BSL17C-C2 Emergency LED Drive Class 2 Output
Compatibié with CREE LMH Module.

Catalog Mo. Resclipiion Driwer_ Yoltage Emergency

Dhirv-612 6* j250m fica Const Olenigestrgars. DOiet=tow Den=gmermsoy | Finish

Dowuetz o tsomBemodd  Dlo-omfotin  Dliezormv 614 Suace Adjustable 617 Regressed Baffle & Ring 619 Regressed Refl and Ring Finish

Onveez £" 20006m Haw Const 33 = Biack Adjustabla CIpW = Bfack Baffie / Walta Flangs  L3BW = Specular 8k Reft / Wit Piange

o520 6" 2000k Remoda! [Ip7 = Bronze Adjustable {387 = Bronze Baffl and Flange Dis7 = Bronze Reflector and FAangs

Chavsoss 6 G50 16 Hew Canst Do = cvome Adpstable 160 = Copper Baffle and Range 1100 = Copper Reflector and Flenge

Chiss o850 1 Dico » Copper Adustable  CINN = Natural Metal Batfle and Flangs W = Specular Clear Refl. / White Flarige
O = Natural Agjustale 1w = White Baffie and Flange D7y = Haze Reflectos / White Range

Clianaco-612 6" 12500 16 Dol Wal Kew Chy = White Adjustabie TN = Haturel Metal Reflector and Flange

Elavico620 57 2600 IG Doutle Wak Kiv DOy = white Reftlector and Flanga

Creafe a complete frim / housing catalog numbers:

Example: NRM-614L8527BZBZ / NHM-685LE1EM

BNORALIGHTING.

£505 Gayhart §t., Commerce, CA 90040 -
wvew.norafighting.com  *+  Specifications suibject to changs vithout notice. @ 2019
Phona:

B00.656.6672 « FAX: 860,500.9855 * e-mall: nora@norakghting.com




Marquise Series

BNORALIGHTING.

. . Type
6" LED Recessed Adjustabie Downlight Project
Source: LED 10.6 Waits @ 850 Source Lumens = 663 Delivered Lumens Cataloa N
LED 15.75 Watts @ 1250 Source Lumens = 1025 Delivered Lumens atalog No.
LED 24.32 Waits @ 2000 Scurce Lumen = 1744 Delivered Lumens Lamp/Wattage

NHM-612LE1 / NRM-611L1230DW

| Voltage: 120, VAC |

PF: 0.982

Powier: 15.88 W 1 Frequency; 60Hz Test Temp: 24.5°C l Current: 0:1347 A 86: 1.1
COEFFICENTS OF UTILIZATION CONAL CAVITY METHOD
EFFECTIVE FLOOR CAVITY REFLECTANCE = 0.20
GG 90 80 50 a0 10 0
WALL 70 50 30 10 70 50 3 10 yit] 50 30 10 50 30 10 50 10 50 30 10 0
RCR ’
0 122 122 122 122 | 148 149 119 19| 116 196 116 L6 § 141 441 11 | 106 1.06 106 | 102 102 1.02] 100
1 .14 110 106 103 | 411 108 104 10t} 109 106 103 100 | 101 099 o047 | o7 096 094 | 084 092 091 089
2 106 100 094 08 | 104 o088 092 088] 1.02 09 091 087 | 092 08 085 | 083 086 083 0.86 0.84 081 079
3 099 080 083 077 | 097 088 082 077| 084 08 08 076 | 084 079 075 | 082 077 074 { 079 076 0720 o7t
4 092 082 074 069 | 050 081 074 068 086 079 873 068 | 077 07t 067 | 075 070 066 | 073 089 065 063
5 086 075 067 061 | 084 074 066 060] 082 072 DB 0.60 070 084 060 | 069 063 059 | 067 062 058 067
6 080 068 050 055 | 078 067 059 054| 076 DA6 058 054 [ 064 058 053 | 063 057 053 | 061 056 0.82] 051
7 074 062 054 049 | 073 061 053 048] 071 080 053 048 | 059 052 048 | 057 051 047 | 056 051 0.47] 045
g 069 057 049 044 ] 068 056 049 043| 067 055 048 043 | 054 043 043 | 053 047 043 | 052 046 042} 041
9 D65 052 044 039 | 063 051 044 039] 062 051 044 030} 050 043 030 | 049 043 038 [ 048 042 038] 037
10 060 048 040 035 | 050 047 040 035 058 047 040 035 ] 045 039 035 | 045 030 035 | 044 039 035 033
INTENSITY (CANDLEPOWER) SUMMARY ~ 70MAL LUMENS & PERCENTAGES
ANGLE | WEAHGP ZONE | LUMENS % LUMINAIRE
5 T 0-30 453 33,36
5 512 0-40 596 59.00
10 509 0-60 1044 88.446
15 580 0-20 1180 100,00
%0 548 40-80 484 41.00
25 505 60-80 136 1.54
20 152 90-180 0 0.00
115 35 392 0180 1180 100.00
40 327
45 264 LUMINAGE SUMMARY CD./SQ.M.
50 208
340 55 160 AHGLE MEAR CO/SO N
50 120 45 26821
6% 87 55 0048
;g ﬁ 85 14862
515 5 o 75 10570
L 85 6 85 5071
- o %0 0

BNORALIGHTING.

B505 Gayhart St., Commerce, CA 90040
wrrw.noraighting.com »  Specifications subject to changs vithout notice. © 2011
Phone: B00.686.6672 « FAX: 800.500.9355 ¢ e-mad: nora@noralighting.com




Marquise Series

BNORALIGHTING.

. . Type
6" LED Recessed Adjustable Downlight P‘r’ﬁ,’ject
Source: LED 10.6 Watts @ 850 Scurce Lumens = 663 Delivered Lumens
LED 15.75 Watts @ 1250 Source Lumens = 1025 Delivered Lumens Gatamg No.
LED 24.32 Watls @ 2000 Source Lumen = 1744 Delivered Lumens Lamp[Wattage
120-VAG Dimmer Compatibility .
Wanufacturer Model/Series Part Humber Type Compatible with 1 Compatitts with 2

LMH2 LiH2s

Coopsr Retary 8620 D Ve Ve
Aspire 9530 1HD v v

Aspire 95300S-K-1. IND/NLY v

Aspire 9540015 [NDMLY " v

Deving DHOsP-v HD o v

Devine CHOP D Vs v

React RI0G1-Y IND v /

React RIOGP-LA IND v v

Skye $106P DMLY o o~

Skye SIo61-v IHD v v

Skya SI10P HD/MLY v v

Tiace T1061-W IHD N v

Leviten Trimitron 6602 IHD v e
Acenti AT108-TLW D ~ ~

Mumatech iPi06 i) v Vs

Vizla RP106 1§D Vg o

Lutron Aniadni AY-6007 {12} v v
Geana CH-600P IND v v

Ceana CNLV-V-500P MLY o o

Gentutlon C-600 0 v v

Decora VPIOS-TLW 1) e g

Dlal Dimmer D-600 D Ve v

Diva OV-500P B Vs v

Diva DV-10P 1] v «

Diva DVELV-300P ELV e v

Diva BVF-103P FLR ' Ve

Diva DVLY-600P HIY ‘/ \/

Diva OVAWCL-1530H CFLAED o~ v

Glyder GL-600H HD/MLY e e

Lumea LG-603PG IND g "

Lyneo EX-600PL IND v v

Meestro MA-1800 o ~ ~

Maastro MALV-1000 MY Vs '

Maestra MAW-600 MD " v

Maesio MRAF-600M L] v

Neva H-600 18D v o

Hova NLY-1503P MLV v v

MovaT HTB-600 Hi0 ~ /

HovaT HT-603P kD e v

Hova T NTELY-600 ELV ./ o

Shylark $-600 1HD N v

Stytark $-600P 1D / v

Skyfark SELV-300P ELV / \/

Skylark SLV-600P MY v o

Sureshids 6673-P CFL < '

Togaler TG-600PH HD v o

Pass and Seymour Becorater L5600 Mo v v
Wattstopper Miro MGD267-W Unl 4 o

BNORALIGHTING.

505 Gayhart St., Commarce, CA S0040
weeew.noraighting.com  +  Specifications subiject to change without notice. & 2011
Phona: 800.686.6672 + FAX: 800.500.8655 * e-mail: nora@noralighting.com
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FILEDS-CUY

-

CARDEXC

The photograph may not match the reference
exaclly. Please read the product description to
identify the finish.

Download photometric file Idt /Lies

90-3292-14-37

Round recessable downlight. Housing and exterior surround made in injected aluminium,
glass diffuser and faceted reflector with different opening angles depending on the version.
LED medule {(Zhaga standard) included. It includes a universal type sysiem allowing 40°
directability. White and grey finishes with black interior rings. ’

TECHNICAL CHARACTERISTICS

Type: DOWNLIGHT RECESSED )
Adjustable: Adjustable +40° around the two axis forming the horitzontal
plane.
1P Protection degrees: P23
Light source 1: 1xLED Cree
25,0W
Wam White - 3000K
2666 Im™
GCRI 80
Angle of the optics / Reflecior:  24°
Voliage / Frequency: 143-240V/50-60Hz
Warranty (Years): 2

Option 1o extend the guarantes: Yes, 5 Years

Units per box: 1

el D)

.

seimigieiors T ) L RN MATERIALS / FINISHES
Tl hererare ntird m E °
bR D BT D . ' H
Structure Aluminium Diffuser material: Glass

o TI——— material:

hEminara ro o racardiybiag.

e e e crangd Structure finish:  White Diffuser finish:  Transparent
L{i““s"” 874/2012

Click on image to download energy label GEAR

Muiti-voltage etectronic gear included (110-240 V / 50-60 Hz)

Lm™: Néminal fiow of light in actual working conditions. Its actual flow will depend on the envirenmental conditions and the efficiency of the oplics andfor diffuser.

Ledsc4 reserves the right to make the necessary technical changes they deem adequate, in order to improve the fealures

of the product.

Please consult the sales team to darify any doubt.

{+34) 973 468 100
ledsc4@leds-c4.com
weah leds-cd.com

o




FRLEDS-C Y
L

OPTIONAL ACCESORIES
ACT-9180-60-00
Honeycomb, Black -
Structure material: Steel
Struciure finish: ~ Black
Leds-c4 reserves the right to make the necassar;g technical changes they deem adequate, in order o improve the (+34) 973 468 100
features of the product. {eds-cA@leds-cd.com

Please consuit the sales team to clarify any doubt. ) e leds-cd.com



FRLEDS-CU
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Luminaire Measurem. Lamp
Code  90-3292-14-37 Code 90-3285-14.37 Code L3296 21.8W 80 3000K
Name  Downlight led 21,8y 24° 3000K Name Doumlight Jed 21.8W 24° 4000K MWumber 1
Line - LEDS C4 LEDS Date  29-04-20H4 Posilion Universal
Efficiency 100.00% Coordinate system  CG Todal Fhux 1881,92 km
Maximum value 4805.49 cd Position £=0.00 G=0.00 Double Symmetrical
Round Recessed Luminaire Diam. 175 mm Height 2 mm
Round Luminous Area Diam, 110 mm Height 0 mm
Horizonial Luminous Area 0.009503 m2 Emitling area on Plane 180° 0.000000 m2
Emilling area on Plane 0° 0.000000 m2 Erniiting area on Plane 270° 0.000000 m2
Emitling area on Plane 80° 0.000000 m2 Glare area al 76° 0.002298 m2
Symmetry Type " Double Symmetrical Maximum Gamma Angle 90
Measurement Distance 8.44 | Meaasurement Fiux 18140.10Im
Operator Asselum T2 Source voltage 3630V
Temperature 20.00°C Source current 0.60 A
Humidity 53.00 % Photocell Prc
Noles
tuminaire Lamps
Line Code Mame Fhux [tm] Pow. (W] Qly
- LEDS C4 LEDS L3285 21.8WV 80 3000K Lampara leds 21.8W 3000K 168192 22.00 1
G..E. 84 100 100 100 100 D DIN 5040 ASO
FUTE 1.00 A B NBN BZ 1
Diam=175mm Incasso
90
Gamma Angles 180° 120°
4]
105° 105°
180
270
g0 20°
C Haliplanas
180.0 = 0.0
270.0 90,0 75 78
&0° 60°
ULOR 0.00 %
45° 45°
DLCOR 100.00 %
BN 0.00%
3 _ 7500 et od
30° i5° 0° 16° 30°
LITESTAR {c)OxyTech Sd vawvr.oxylech.it Page 1
“ k
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‘Bedll ARCHITECTURAL

CARDEX ROTABLE LED

2175
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é 2165mm

0-25mm-  Scale 1:2 20/12/13
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. laull ARCHITECTURAL

1

" CARDEX
STRUCTURE

KIT GU10 KIT GX8.5 KITLED/LEDAC KIT G53 KIT G8.5

o 0 Wl T A

29-11-2013
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SERIES

STYLING
A TRIA

ATR

ARCHITECTURAL

DIRECT/INDIRECT
SUSPENDED

Job Name

Catalog Number

Notes Type

Available with LED Express

application

Afiractive and versatile 2L T5 ar T8 or
LED using modufar LED light engines
directfindirect luminaire provides
maximum uplite with controlled
downlight for a balanced appearance

Suspended moun as individual units
or continuous rows

Ideal for offices, educational facilities,
retail ar any other space where
suspended fixtures are specified

finish

Prior o painting, all metal parts are
treated with a multi-stage phosphate
bonding process to ensure adhesion
and inhibit rusting

All exieriar parts are finished with
white powder coat for durability and
a clean finished appearance

Labdar Lighting assumes no responsibility for misapplication of fixtures

construction electrical
The ATR series is a premium grade m Al elecirical components are
luminaire specifically designed for U.L. listed or recognized
long-term, dependable service E  Electronic Class P ballasts standard
Features durabie cold rolled steel in Huorescent units

body, quality paint finish and superior

electrical components light control
Electrical compartment constructed '
from code gauge sleel for premium m  Choice of bottom trims
strength and rigidity - -flush white baffle

Laser cut metal end caps flush silver baffle

-drop silver baffle

72° Adjustable Yoke mount aircraft -tlush trosted acrylic lens

¢able kit included

Individual units are availabie in 4’ and .
8'lengths

Avaijlable with LED modular fight
angines

All fixtures are U.L. listed and IBEW
union made -

~ Lallar
Q- Lighting

Campany, Inc,




LANP

VOLTAGE GENERAL
R TYPE | [TARGEH OPTIONS

NO
o| 32-F32ie T
LaMPS| oo oo

2 54 - F54T5HO

U - Universal 120-277V

FSB - Fush siiver bafile

FWE - Flush white baffle

BALLAST DSB - Drop siiver baffle
TYPE FFA - Flush frosted acrylic

€8 - CEE listed High performance 78
{instant start)

GPg - CEE listed high performance T8
(program start ballast)

ES5 - Electronic 15

H5 - Blectronic TSHO

Available with LED EXpress es- ewctonic 18

PS8 - Program stari T8
H8 - High lumen output T8
ED - Blecironic dimming {consult faciory)

SERIE
ARCHITECTURAL
orderin g gu ide Note: Tandem units contain double the amount of lamps shawm SUSPENDRED MOUNT
. INDIRECTIDIRECGCT
ATR 2 u LaMar Lighting assumes no responsibility

for misapplication of fixtures

LW - Low watt bahast (T8 only)
EM - Emergency pack, 1 lamp 80 min. up to 500 lu.
2C - 2 circuit
OFTIONS] FEED SYSTEM

ORDP CELING @
SSCTION BOX
HORDERED SEPARATELY)
LR X 3L
DROP CELRNG T-RAR
HEADSCREW — 0% B ; BY OTHIRS FOR DRO

CHLING AFFLICATION)

3" CONDf

— POWER CORD
AVATABLE:
1EG- AY L 15E
TWO PEGE
CABLECOUALER Standard AC Kit
O] (1) Poreser Feed
CABLETE {1} Non-Power Feed
P~

1187 CARLE
N
GRPPERWITH
48 ks riiin
1H6™ CROSS CABLE —,
e
SIZE COLOR DRIVER [rartarrs
TEMP
43 SYL - External driver
LANf\s‘IJI;S T 30-3000K  RPT - Internal driver
35 - 3500K
LTS TRIM 40 - A000K GENERAL
OPTIONS| =0 coook OPTIONS
FSB - Flush silver baffie EM - Emergency pack, 1 lamp 90 min. up to 500 u.
FWB - Flush white baffle e - Flat end cap (std)
DSB - Drep sliver baffle
FFA - Flush frosted acrylic
. , ! £
dimensional data NOTE 25%?,‘;%%%%”@&%%%“%E,%%%%T?égw accessories
; LAMP OPTIONS
cross sectlions | 13 T5T8 841K
o 6 T5/T3 836K
T i1 T5/T8 830K

Flush Baffie Flush Frosted Lens

Drop Silver Baffie
(Availabie in Silver or White) {Acrylic)
T
i igieel 18
i | : =
— 7.4 -~ 74—

2 Lamp Cross Section 2 Lamp Cross Section sed

(shown with drop baffie) Re}’;sﬁ‘i

LAMAR LIGHTING 485 Sm
Fax {(631) 777-7705 + O

ith Street, Farmingdale, NY 11735 » Tel (831) 777-7700
utside NY (800) 724-7743 + www.lamarlighting.comn

ii;: Lalar

Note: Consult factory for optional hanging
hardware including Tee Bar adapfers

OPTIONS: INSERT APPROPRIATE
CODE FOR CUSTOMIZED ORDERING

NOTE: in order to achieve rated famp
life, fixtures controlied by mofjon
sensors should be ordered with
programmed start ballasts when
avallable and minimum time delay
should be set fo 15 minutes - Consult
Factory

Consult factory for additional options not
showin or listed

Lighting

Company, Ine.




LED 6" open adjustable
VR series, 1100 to 4000 lumens

frame-in kit

The LEDBAD. serigs fixture is designed
for accent applications and offers a 27°
and 40° spot, Fixture is serviceable from
below,

= Angle adjustment from 15° to 45° and
rotation adjrstment of 358° with no tools
required.

This fixture offered in 120V (1) or 277V
{2), and in 347V (3} using a step down

transformer. Also available in 220V (4)

and 240V (5),

Prevdred and grounded junction hax with
gaivanized snap-cn ¢overs. Listed for
through tranch circuit wiring.

Universal mounting brackets provide
tool-less adjustability and will accept the
supplied hanger bars or optional #5%7 and
#520 Gaddy bars. Also accepls C channel,

Electrogalvanized plated stesl hanger bars
are included as factory standard. Bars
extend to 24" and offer self-nailing and
additional mounting faatures.

Bridgelix Vero 18 Array Series

= 90 CR option offered, Higher wattage
consumption and reduce lumens per watt
will be experienced with this option.

Rated Life: 50,000 hours at 70% lumen
maintenance {L70) when maintained in a
45°C ambient environment with open air
flovs, Ambient temparatures lower than
45°C may extend life. 5-year warranty.

Electronic Driver
« Dimmable, instant 100% light (5% - 100%)
» Dimmabte via: 0-10V protocol

Passive Heat Sink

= Black anodized aluminum
= Designed for maximum heat dissipation

This LED fixture is intended for non-1C
applications, insulation must be kept 3" away
from fixture on all sides. Not for use within
enclosures,

Listed for Damp Localion. Tested and listed
by ETL o UL1598 and CSA C22.2 #250.

Protometrics at atlantic-lighting.com

Specifications and dimensions :
subject to charge withowst notice. m

ATLANTIC
LIGHTING

T: 508 678-5411 | F: 508 678-5408

architectural |™

Ty

RO. &6 W
KMaximum ceiling
thickness 135"

NEES
o
51

Al

i 3.-’3
6%

14 %°

|~ 15 v

TRIM KIT

open reflector
GLADJ  Standard open

--—S’/a ——]

Pracision spun heavy aluminum self-flanged reflector
offered in clear with optional finishes, and in whits.
Flange is white as factory standard, optional polished
flange will match reflector finish. Contact factory for
optional reflector colors. The alignment slet allows for
optimal adjusiment of he fight source.

: FHAME IN KIT

: WATTS

VR0 - 10 valts {= 1100 men) -
CVR1YE 15 watls {s 1500 umen)
VR23 23 walls {~ 2006 kimen)

icor_cm TEMPERATUHE o
_--271‘( : 270K {80CH)

DAL DALL 100%-10% ol avallae

.’OPT!ONS
1ol ﬂﬂCPé eﬁects lumens per watt
LEM . . Emergeacy Pack - {Spacty |

TRIM KIT
_.'«4 " Reter to feft for part numbers,

- F!nlshes
‘oL g ey
88 _-~Semispecu1ardear .

“HZ .. Hazs clear {etched) .
WH - Matlﬂwhne B

PE Pc!ishedﬁaﬂga' '

'_'Listed Iumens and waﬂag% ar csmpenen mea ements
: Sesp?mlem rics i . -

www.atlantic-lighting.com

Catelog number

ordermg data

SERIES
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seclions. Custom Tengihs are available upon - Mo s s s LISTED
“request, - Sleek rectangular shape fits wrell info
-modein architectural schemes, Standard color
“is white: “This fixture is well balanced and is
“gasy to.nstall using eilver sters or adjustable

- aircraft cable. Light distribution is 70% indirect - MODEL LAMP @QTY LENGTH TYPE MQOUNTING VOLTAGE
-1 ‘lensed _configuration’ - We__oﬁe;__vartous © A259 1 48" T8 AG - Aircraft 120
- shiglding : ephons forthe. - ~lightin 2 T5 Cable (48" 277
- 3 TS5HO Standard) UNV
ST - Stem
) S 2 g6” {24" Standard)
i formed heavy' Uge s{eel housmg 4 XX -

-- - 4] Custom

'_.;:ELECTRICAL : L Length

Energy saving. “elgctronic batlasts compiy w:lh -

Federal Energy Efficiency. standards, Ballasts .-

“are <10% - THD “and - include 5 “year™

- manufacturer’s wartanty, Baltasts operale on -
. :512(3‘1 27TV (UNV} unlems spec:f ed othenwise,

— Al Housings are pos{ pamt with -a whlte,

- polyester :powder - coat: with smooth finish,

..*Custom ooJorsff nishes - avaliable upon-_j

OPTIONS: SHIELDING:

RTEFICAT:GN B : IR

Al usifsbear UL fabel, - Made:_rin‘ UsSA - EM-Emergency Direct Configuration

Su1table for damp location, “ARRA and BAA © DM — Dimming (Specify PB — Parabolic Louver, semi-specular finish

- I L Type) WCB - White Cross Baffle

CC - Custom Color 80 - Solid Bottom, no direct light

ALUM = Aluminum Housing PF - Perforated Bottom
OA ~ Opal Acrylic Inlay Bottom

Indirect Configuration
80 - Solid Top, No indirect light

OP - QOpen Top
. E gelicacrcn JOB NAME:
QL o s FIXTURE TYPE:
' MODEL NO:
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FM-2835C

. project:
Geometric
square series
suspended mount

type!:

Lighting Brand

An Aflantic comments:

SPECIFICATIONS:

LE consfruction

Housing Die formed, 20 gauge cold rolled stesl

Finish Exterior will be powder coated white (standard). See ordering key for more options.

Refiector Die formed cold rolled steel reflector is painted with minimum 90% reflective gloss white enamel. @ @

Mounting Aircraft cable is standard. See ordering key for more options. 215

Shielding FM-28SC-: Indirect (Shislding is nons.) I
FM-28SC-DI: Direct/Indirect {Shielding options offered. )}

&
FM-288C-I

E electrical

Lamping Available in 1 or 2 T8, T5 or TSHO lamp cross sections.

Ballast(s) T5/T5HO lamping has elecironic programmed-start ballast <10% THD and high ballast factor standard.
T8 lamping has electronic instant-start ballast <10% THD and high ballast factor standard.
Contact factory for 347V, emergency battery packs and dimming options.

@
LisTED
Sertable for damrp bocatiers, FM-285C-Dt

| 8 photometry | @ product photo

Catalog # FAf-28SC-DI-A-2T5HO-C-4-W-UNIV
Tast Lamp: (2} F54 TSHO

direct / ndirect

LE mounting Il joint detail
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FM-28SC I
1 Indiect N None 1 T8 3 3t C* Cable WH White UNIV i20/277V  EP*  Emargency Pack -
D1 Duecl/Indiect PF  Perforated 2 T5 4 41t ST Stem TW Textured White 120V EG  Emergsncy Circuit
A Acryic TsHO 6 6ft. 1§ Textured Sitver 2V 2C 2 Circuit
B Baffie 8 8ft. *Specify Length In TB Textured Black a4rv 3C 3 Cicult
PB  Parabolic Louver Run Length inches GG Custom Color DIK* Dimming (Contact
WA VWhita Opal Acryiic Fackyy)
*Specify Voltage
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